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Network Requirements
• Multicast configuration

– IGMP and PIM-SM on the local LAN
– PIM-SM, MSDP, and M-BGP to a multicast-enabled network

• Multicast reachability with US network(s)
– International transit to Abilene, STARTAP, et al

• Bandwidth requirements 
– Minimum 10 megabits/sec for a 5-AG Node Venue
– Additional 1.5 megabits/sec per additional AG Node

• Training, Test Cruises
• Multicast monitoring (NLANR Beacon)



Expressed Interest 
International Sites

• Brazil (RNP2/FAPESP)
• Germany (DFN/Dante)
• Italy (GARR/Dante)
• UK (Janet)
• AU (AARNET to Seattle)
• JP (NII)
• ES (Rediris/Dante)
• CA (CANARIE)
• Israel (IUCC)
• India (??)



Abilene International 
Peering

APAN/TransPAC, Ca*net3, CERN, CERnet, IUCC, 
NORDUnet, RENATER, REUNA, SURFnet, 
SingAREN, SINET, TAnet2 , (ANSP, HARnet?,) 

OC12 NYCM
DANTE*,  
JANET,

NORDUnet,
SURFnet
CA*net3
(HEAnet)

STL
CA*net3, (AARnet)

SNVA
(SINET, 
GEMNET)

LOSA
SingAREN, SINET
(HARNET?)

AmPATH
(REUNA, RNP2?, 
RETINA?)

OC3-12UT El Paso
(CUDI)

CALREN2
CUDI

* ARNES, BELNET, CESnet, DFN, GRNET, HEAnet, RESTENA, SWITCH, HUNGARNET, GARR-B, POL-34, RCCN, RedIRIS

30 January 2000


